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WINSTON STANDARD DRAWING

CLEANOUT COVER AS

APPROVED BY THE CITY

ALL COVERS WITHIN ROW

SHALL BE TRAFFIC RATED

SOLVENT WELD CAP WITH

SCREW PLUG

CLEANOUT

NOTES:

1. CASTING SHALL MEET H20 LOAD REQUIREMENT.

2. PROVIDE RISER SIZE AND MATERIAL TO MATCH CARRIER PIPE.

3. SEE STD DWG RD336-W FOR TRACER WIRE DETAILS.

4. ALL CONCRETE SHALL BE COMMERCIAL GRADE CONCRETE.

SOLVENT WELD CAP

WITH SCREW PLUG

PIPE BEDDING

PIPE ZONE MATERIAL

SEE STD DWG RD310

FOR SANITARY

SERVICE

DETAILS
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#4 HOOP CENTERED IN

COMMERCIAL GRADE

CONCRETE PAD

AutoCAD SHX Text
NOTES: 1. THIS DETAIL HAS BEEN MODIFIED BY THE CITY OF WINSTON. ALL MATERIAL AND WORKMANSHIP SHALL BE IN ACCORDANCE WITH THE CURRENT OREGON STANDARD SPECIFICATIONS.
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