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NOTES:
1. IF PRECAST BASE IS USED, A 4" COMPACTED SAND OR #"-0 AGGREGATE BASE SHALL BE PROVIDED.
2. PROVIDE SUMP ONLY WHEN SHOWED ON PLANS OR DIRECTED BY THE CITY.
3. MAXPIPE DIAMETER VARIES WITH PIPE MATERIAL.
4. LOCATION, ELEVATION, DIAMETER, SLOPE, AND NUMBER OF PIPE(S) VARIES. SEE PROJECT PLANS

CURB & GUTTER

- =

INLET TOP 1

SEE KEYWAY
DETAIL BELOW

- A=A SR
BASEDRAIN —— "~ | :: :: :: Vi T
(WHEN REQ'D) ) VARIES
TRACER WIRE —\ i

77777777 ;;.,.._J. N

,,,,,,,,,,,,, SUBGRADE

HAHA 7770000900709 000 0000070 700070070%. N

PIPE CONNECTION 12"

VARIES el {

6"
SUMP —— }
p—— 6" 2|_6" 6" |
3|_6"
SECTION A-A
B
) |
TRACER WIRE 6"
F == = = == =I ' '
————t—— T + .. 23
-y _—-_ - - 0 - - - - = - | | - [ =
A,,L,TQF:QF,CPFEB,,, d| 1 |b 6 _____A
— 7‘ 7777777777 — — ey P 4, —
s = T 1 A

‘ p—— 6" 2|_6" 6“ | ‘

GUTTER LINE — e |

GUTTER LIP | 5 < | |

| |
N S I

PLAN
NOTES:

1. THIS DETAIL HAS BEEN MODIFIED BY THE CITY OF WINSTON. ALL MATERIAL AND
WORKMANSHIP SHALL BE IN ACCORDANCE WITH THE CURRENT OREGON STANDARD
SPECIFICATIONS.
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